Table 8.3.4:  Logging damage audit tally sheet.

Date:       ______________________ 
Auditor:  _________________________ 

Logger:  ______________________
Property:  ________________________ Stand:    _______________________

Method

Using this table, record the number of trees showing the type of damage listed below. Trees may exhibit more than one type of damage. Preferably, walk all of the stand in which harvesting has occurred. Also examine trees along skid trails and access roads that extend outside the harvest area. If an unacceptable level of damage is found, stop the harvest and attempt to resolve the problem with the contractor.

	Damage to trees larger than 10 cm DBH

	Type of damage
	How to identify/level of unacceptable damage
	Number  of occurrences/trees with damage 

	Stem broken
	Primary stem (or any other major limb) is broken
	

	Uprooted trees
	More than one-half of tree roots broken and/or exposed
	

	Girdled trees
	Area where bark has been removed encircles tree or is at least 50 % of the circumference of the tree
	

	Stem wounds
	Gouging, scraping and peeling of the bark.  This can occur at the ground level due to skidding or higher in the tree as a result of felling impacts 

Wounds are larger than 200 cm2, or 30 cm in length, or more than one-third of the circumference of the tree


	

	Broken branches
	Broken branches are greater than 7.5 cm at their base
	

	Leaning tree
	Tree is leaning 10 degrees or more because of logging damage
	

	Crown damage
	More than 33 % of the crown has been removed or severely damaged (broken branches comprise most of the damaged area)
	

	Root damage
	More than 25 % of the root area is exposed or severed
	


